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SUSPENSION

D81399 - D81431 D81400 - D81421 D81401 - D81402

Connection Connection 0-10V Dimm

NL
INPUT

NL
INPUT

DALI

D81399 - D81400 
D81421 - D81402

D81401- D81431-

Models
D81399 - LED  120V  AC  50/60Hz 
D81400 - LED  120V  AC  50/60Hz 
D81401 - LED  120V  AC  50/60Hz 
D81402 - LED  120V  AC  50/60Hz 
D81421 - LED  120V  AC  50/60Hz 
D81431 - LED  120V  AC  50/60Hz 

120 V 120 V

OPERATION AND USE INSTRUCTIONS 
ATTENTION: PLEASE READ AND SAVE THESE INSTRUCTIONS 
The safety of this fitting is only guaranteed if the instructions are followed carefully.  
Installation and all non-routine maintenance must be carried out only by qualified personal. 
Disconnect main voltage before taking any action on the fitting. 
Zaneen is not responsible for any damage to persons and/or property resulting from 
improper installa tion, misuse, or unauthorized modifications made to their products.

- Fasten the bracket 1 to the ceiling. 

-  Connect the cables from the power supply to the terminal by following the wiring
diagrams on the page.
Connect the steel cable to the  ground terminal. 

- Lock  cable anchorage screws 4

- Adjust the length of the cables and close the canopy 2.

- Insert the glass shade (5) and tighten the screws  (6).

Regulating the glass shade: 

-Rotate the glass shade (5) until the heaviest part of the glass shade is not at point  Z. 

-Choose the most appropriate hole (7) in which to position the steel cable so that the
glass shade is horizontal. 

MAINTENANCE 
Only clean the product using a soft cloth. To remove persistent marks use only a 
damp cloth and neutral soap 
DON’T USE alcohol and/or solvent

Fixtures with led: the led cannot be partially replaced. If damaged all the power 
supply must be replaced.

GILBERT

Marchio unico di certificazione EAC (EurAsian Certification). 

L’apparecchio non può essere smaltito nei normali rifiuti domestici ai sensi della direttiva europea 
2002/96/CE in materia di apparecchi elettrici (waste electrical and electronic equipment – WEEE). 
Questa direttiva definisce le norme per la raccolta e il riciclaggio degli apparecchi dismessi valide su 
tutto il territorio dell’Unione Europea. Per la restituzione di un dispositivo dismesso, si prega di 
servirsi dei sistemi di restituzione e raccolta messi a disposizione nei singoli paesi di utilizzo. 
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Do not plug in or unplug the 
connector when power is on!

120V  50/60HZ

Attention !
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IMPORTANT

Post Sales Support     HQ 1-800-388-3382 support@zaneen.com  

• Installation and electri�cation must be carried out by a qualified electrician, only.
• Observe all relevant building codes and regulations.
• Prior to installation or repair: disconnect power; it is the installer’s responsibility to ensure for all electrical,

mechanical and thermal compatibility.
• The LED light source contained in this �xture shall only be replaced by Zaneen, or a person approved by Zaneen.
• Recommendations: Keep the instruction sheet(s) in the event of maintenance and/or disassembly.

Access detailed speci�cation sheets and the warranty policy on the product page at zaneen.com.

FR

• L'installation et l'électri�cation doivent être e�ectuées uniquement par un électricien quali�é.
• Respectez tous les codes du bâtiment et réglementations en vigueur.
• Avant l’installation ou la réparation: débranchez l’alimentation électrique; Il incombe à l’installateur des’assurer

de la compatibilité électrique, mécanique et thermique.
• La source de lumière LED contenue dans ce luminaire ne doit être  remplacée que par Zaneen, ou une personne

approuvée par Zaneen.
• Recommandations: Conservez la (les) �che (s) d'instructions en cas de maintenance et / ou de démontage

Accéder aux �ches techniques détaillées et à la politique de garantie sur la page du produit sur zaneen.com

EN

NO  

OR 
CHEMICALS
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