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GENERAL WARNINGS

- The safety of the light fixture is guaran-
teed only if these instructions are being

applied correctly, therefore they should

be retained.

- N.B. Before connecting the light fixture
L1030001- to the mains, make sure that the tension
L1030005- supply has been interrupted.

INSTRUCTIONS

- Remote driver:

Remote Drivers should not exceed 30ft
(9M) distance from the fixture FIG. 1

- North America Wire Gauge 18 awg

- Enclosure note:

*For Dry locations ONLY

- IP65 and higher IP rated enclosures
not included, to be supplied by others.
- Connect the net cable to the N-L

- Connect the power cables of the fitting
to the driver: RED (+) / BLACK (-). FIG.3

Driver DO NOT connect the Xtting with the
Enclosure led driver connected to the main
S voltage.
Attention: - Fix the plate A to the wall with the
-LED must not be plugged in or out supplied tapping screws. FIG.2b
when power is on - Place the side of the fitting P on the
-Don't switch the secondary side plate A and tighten it with the screws
using the right tool (not supplied). FIG.2c
FIG.2b
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« Installation and electrification must be carried out by a qualified electrician, only.

« Observe all relevant building codes and regulations.

« Prior to installation or repair: disconnect power; it is the installer’s responsibility to ensure for all electrical,
mechanical and thermal compatibility.

«The LED light source contained in this fixture shall only be replaced by Zaneen, or a person approved by Zaneen.

« Recommendations: Keep the instruction sheet(s) in the event of maintenance and/or disassembly.

FR

« L'installation et I'électrification doivent étre effectuées uniquement par un électricien qualifié.

« Respectez tous les codes du batiment et réglementations en vigueur.

« Avant l'installation ou la réparation: débranchez I'alimentation électrique; Il incombe a l'installateur des’assurer
de la compatibilité électrique, mécanique et thermique.

« La source de lumiéere LED contenue dans ce luminaire ne doit étre remplacée que par Zaneen, ou une personne
approuvée par Zaneen.

« Recommandations: Conservez la (les) fiche (s) d'instructions en cas de maintenance et / ou de démontage
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