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120-277V  350mA   50/60Hz
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Set product in a stable foundation like plinth or similar (Fig. 1); 
the bollard is not suitable for direct application on ground.  
When installing the appliance, avoid burying its base or placing 
it in areas which are susceptible to backwater.
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Template for holes
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Low Voltage

Remote driver:
- Remote Drivers should not exceed 30ft (9M)
  distance from the �xture 

Enclosure note:
*For Dry locations ONLY

IP65 and higher IP rated enclosures 
not included, to be supplied by others.

DriverLuminaire

- North America Wire Gauge 16/18 awg
-12/14 awg is required for longer distances

5

16/18 AWG

Low Voltage

IP68 Gel Connector 
provided by others
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Low Voltage

M5 Screw
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IMPORTANT

Post Sales Support     HQ 1-800-388-3382 support@zaneen.com  

• Installation and electri�cation must be carried out by a qualified electrician, only.
• Observe all relevant building codes and regulations.
• Prior to installation or repair: disconnect power; it is the installer’s responsibility to ensure for all electrical,

mechanical and thermal compatibility.
• The LED light source contained in this �xture shall only be replaced by Zaneen, or a person approved by Zaneen.
• Recommendations: Keep the instruction sheet(s) in the event of maintenance and/or disassembly.

Access detailed speci�cation sheets and the warranty policy on the product page at zaneen.com.

FR

• L'installation et l'électri�cation doivent être e�ectuées uniquement par un électricien quali�é.
• Respectez tous les codes du bâtiment et réglementations en vigueur.
• Avant l’installation ou la réparation: débranchez l’alimentation électrique; Il incombe à l’installateur des’assurer

de la compatibilité électrique, mécanique et thermique.
• La source de lumière LED contenue dans ce luminaire ne doit être  remplacée que par Zaneen, ou une personne

approuvée par Zaneen.
• Recommandations: Conservez la (les) �che (s) d'instructions en cas de maintenance et / ou de démontage

Accéder aux �ches techniques détaillées et à la politique de garantie sur la page du produit sur zaneen.com
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